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CtaHuuanap (stations)

CuHranypaoyH WHTepHeT TOpy (CUT) OpeH (n — 1)re YENNHKM UWHAEKCU [JanbiHaanraH n
craHumsaaH Typar. 0 geH (n — 2)re yennHkm Homypnadrad (n — 1) aku GarbiTTyy )ondo 6ap. Ap
OMp KOMYOo 3KM ap TYpAYY CTaHUMsIHbI BUPUKTUPET. Bup xon4yo MeHeH BarnaHbIWKaH 3KU CTaHUnS
KolyHanap gen atanar.

Z-CTaHundnaH y-CtaHuudra YEMMHKN KOS apy—,a1—,...,ap— ap TYpAyy CTaHuuanapabiH
yAaanawTblrbl, ag = T, ap = Y, MblHOA KONAOry ap 3KM yaaa CTaHUMA KOollyHanap. KaanaraH z-
cTaHuuscbiHaH 6allka kaanaraH Y-CTaHUMACbIHA 5Mp raHa >on 6ap

KaanaraH x-cTaHuusi nakeTTv (MaanbiMaTTbiH TONTOMY) Ty3yn, 6allka y-cTaHuusara xxeHeTe anar, an
Y-CTaHUMA NakeTTMH MakcaTbl Aen atanat. byn nakeT z-ctaHuusigaH y-CTaHuusira YelnHku Gup
raHa >xon 6otoHYa TemeHkyaenye xmbepunuim kepek. Ydypaa y-ctaHumsara 6aroiTtanraH nakeTtu
asblp KamTbiraH z-CTaHuusHbI (2 7 y) kapan kepeny. Byn keipaaanaa z-ctaHuus:

1. z-cTaHuusgaH y'-CTaHLI,I/IFIFa YEeNMHKK 6l/lp raHa >ongo TypraH Zz-CTaHUUAHbIH KOLUYyHacCblH
dHblKTaraH MapLwpyTTooO npoueaypacbiH NLKE allblpaT XXaHa
2. naketTn YWyn KowyHara >XeHeTeT.

Bupok, cTtaHuusnapablH 3C TyTyMy 4YeKTenreH »aHa adbl XonyonopayH TtmuamecuH CUTTe
MapLUPYTTOO NpoueaypacbiHaa KONgoHYY YYyH cakTabanT.

Cu13amH MUnaeTMHM3 aku npouedypanaH TypraH CUT y4yH MapLUpYTTOO CXEMACbIH WLLKE aLublpyy.

e BupuHum npouepypara n 6epunreH, CUATTern xonuyonopayH Tuamecu xaHa k >=n — 1
6yTYH caHgapbl. An ap 6up cTtaHumsra 6up rada 6ytyH nenén ( 0...k gaH), kowo anar.

e OKMHUM npouegypa - MapWpyTToO npouegypackl, an ©Oapablk CcTaHumanapra nenbngm
OepunreHaeH KUNKWH XXanbiNTbinat. Ara TOMeHKY4en MaansiMaTTapabl raHa 6epunert:

o 8, ydypAa nakeTTu KapmaraH CTaHUUsAHbIH nenénu ,
o t, NakeTTMH MaKcaTTyy CTaHUMACLIHbIH nenénu (t # s),
o ¢, S-CTaHUMsIHbIH 6apAblK KOHLYNapblHbIH NIeNOGNNePUHUH TU3MECHU.

An nakeT S-CTaHLUSIHbIH )XeHeTYNe TypraH KOLYHaCbIHbIH NeW6UH KanTapbin 6epuiimn kepexk.

Bup Tanweipma GenyryHae, CU3anH uYbirapbinbilWbIHBI3AbIH yNanbl KaanaraH ctaHuusara 6epunreH
Makcumangyy newbnvHMH MaaHucuHe apawa 60noT (KannbiCblHAH, KUYMHEPI3K >KaKlblpaak
oonor).

Implementation details
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You should implement the following procedures:
int[] label (int n, int k, int[] u, int[] V)

n: number of stations in the SIB.

k: maximum label that can be used.

e v and v: arrays of size n — 1 describing the links. For each 7 (0 < 2 < n — 2), link ¢ connects
stations with indices u[i] and v]].

e This procedure should return a single array L of size n. For each ¢ (0 < ¢ < n — 1) L[i] is the

label assigned to station with index ¢. All elements of array L must be unique and between 0

and k, inclusive.

int find next station(int s, int t, int[] c)

s: label of the station holding a packet.

t: label of the packet's target station.

e c: an array giving the list of the labels of all neighbours of s. The array c is sorted in ascending
order.

This procedure should return the label of a neighbour of s that the packet should be forwarded
to.

Each test case involves one or more independent scenarios (i.e., different SIB descriptions). For a
test case involving r scenarios, a program that calls the above procedures is run exactly two times,
as follows.

During the first run of the program:

e label procedure is called r times,
¢ the returned labels are stored by the grading system, and
e find next station is not called.

During the second run of the program:

e find next station may be called multiple times. In each call, an arbitrary scenario is
chosen, and the labels returned by the call to 1abel procedure in that scenario are used as
the inputs to find next station.

e label is not called.

In particular, any information saved to static or global variables in the first run of the program is not
available within find next station procedure.

Example

Consider the following call:
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label (5, 10, [0, 1, 1, 2], [1, 2, 3, 4])

There are a total of 5 stations, and 4 links connecting pairs of stations with indices (0, 1), (1,2),
(1,3) and (2,4). Each label can be an integer from 0 to k£ = 10.

In order to report the following labelling:

Index Label

0 6
1 2
2 9
3 3
4 7

the 1abel procedure should return [6, 2, 9, 3, 7]. The numbers in the following figure show the
indices (left panel) and assigned labels (right panel).

J | =G

Assume the labels have been assigned as described above and consider the following call:
find next station(9, 6, [2, 7])

This means that the station holding the packet has label 9, and the target station has label 6. The
labels of stations on the path to the target station are [9, 2, 6]. Hence, the call should return 2, which
is the label of the station that the packet should be forwarded to (which has index 1).

Consider another possible call:
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find next station(2, 3, [3, 6, 9])

The procedure should return 3, since the target station with label 3 is a neighbour of the station with
label 2, and hence should receive the packet directly.

Constraints

e 1 <r <10

For each call to 1abel:

[i],v[i] <n—1(forall0 <i<n-—2)

For each call to find next station, the input comes from an arbitrarily chosen previous call to
label. Consider the labels it produced. Then:

e s andt are labels of two different stations.
e cis the sequence of all labels of neighbours of the station with label s, in ascending order.

For each test case, the total length of all arrays ¢ passed to the procedure find next station
does not exceed 100 000 for all scenarios combined.

Subtasks
1. (5 points) k& = 1000, no station has more than 2 neighbours.
2. (8 points) kK = 1000, link 7 connects stations 7 4+ 1 and L%J
3. (16 points) k = 1 000 000, at most one station has more than 2 neighbours.
4. (10 points) n < 8, k = 10°
5. (61 points) k = 10°

In subtask 5 you can obtain a partial score. Let m be the maximum label value returned by 1abel
across all scenarios. Your score for this subtask is calculated according to the following table:

Maximum label Score
m > 10° 0
2000 < m < 10° 50 - log, 15 (12)
1000 < m < 2000 50
m < 1000 61

Sample grader
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The sample grader reads the input in the following format:
o linel: r
7 blocks follow, each describing a single scenario. The format of each block is as follows:

e linel: n k

e line2+4(0<i<n-—2): ufi v

e linel +n: gq:the number of callsto find next station.

eline24+n+50<j<qg-—1) z[j] y[j] w[j]: indices of stations involved in the j-th call
to find next station. The station z[j] holds the packet, the station y[j] is the packet's
target, and the station w[j] is the station that the packet should be forwarded to.

The sample grader prints the result in the following format:
e linel: m

T blocks corresponding to the consecutive scenarios in the input follow. The format of each block is
as follows:

e linel+4 35 (0 <j < gq— 1): index of the station, whose label was returned by the j-th call to
find next station in this scenario.

Note that each run of the sample grader calls both 1abel and find next station.
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